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APPLICATION PART NO.

#6 Red/Blue Anodize 3" L, 1 1/4" D 650130

#6 Polished Aluminum 3" L, 1 1/4" D 650140

#8 Red/Blue Anodize 3 1/4" L, 1 1/4" D 650100

#8 Polished Aluminum 4 1/4" L, 1 1/4" D 650110

Replacement Element (All) 651670

Machined from billet aluminum, provides 130 GHP. Includes a disc type 40

microm filter easily accessed for cleaning or replacement. Offered in #6 and

#8 male outlets.

APPLICATION PART NO.

#6 Red/Blue Anodize 3" Long 4716

#8 Red/Blue Anodize 3-1/4" Long 4718

Replacement Element (All) 4719

For street/strip applications, available with #6 or #8 inlet/outlet. Designed for

today’s high volume fuel systems on injected engines making up to 1,000

horsepower. The filters flow up to 130 gallons per hour, they are bi-direction-

al and pressure rated at 70 PSI. Each filter uses a single disc-type element that

filters down to 40 microns. They can be cleaned or replaced. machined from

billet aluminum and offered in red and blue anodized finish these filters are

for use on All-motor engines.

The all new billet-aluminum washable fuel filter offers the highest filtration

quality of any fuel filter on the market. These filters contain a 304 stainless

steel filter disc which will stop particles as small as 10 microns (.000392").

K&N developed and manufactures the only air filtration system of its kind... a high-

flow, washable filter that’s been proven to be the finest in the world. Professional

racers and mechanics worldwide rely on K&N air filters to protect their expensive

engines... and so should you! K&N’s innovative design and unique oil suspension sys-

tem make K&N air filters, the very best for your engine. Listed is just a small portion

of Filterchargers available.

APPLICATION PART NO.

Filter w/-6 AN ends 81-0530

Filter w/-1/4" barbed style 81-0500

Filter w/-3/8" barbed style 81-0520

HIGH QUALITY

COMPONENTS

FILTERCHARGER OEM
REPLACEMENT ELEMENTS

BILLET ALUMINUM 
IN-LINE GAS FILTER

COMPETITION 
FUEL FILTER

COMPETITION FUEL FILTERS
APPLICATION PART NO.

94-00 Acura Integra All 25-200

94-97 Honda Accord 4 cyl. 25-200

92-95 Honda Civic All 25-200

96-00 Honda Civic DX, CX, LX, EX Only 25-200

96-00 Honda Civic All 25-200

99-00 Honda Civic Si 25-200

97-00 Honda CRV 25-200

95-97 Honda Del Sol All 25-200

96-97 Honda Del Sol S, Si 25-200

97-00 Honda Prelude All 25-200

High Performance Fuel Filter fits in stock

Honda filter location or as a floating applica-

tion on any vehicle. Works with stock fuel

lines. Large hexes machined into top and

bottom for easy disassembly. When order-

ing insert “B” for blue, “C” for clear or “R” for

red after part number to indicate color

desired.

HIGH PERFORMANCE
FUEL FILTER

Fuel Filters

APPLICATION PART NO.

96-97 Acura 3.2L SCX, 98 3.5L SLX 33-2064

92-01 BMW 2.3L-3.2L Vehicles, 

Cotton Gauze 33-2070

00-02 Dodge 2.0L Neon E-1006

94-97 Geo Prizm 1.6L/1.8L 33-2672

98-01 Honda Accord 3.0L 33-2133

98-99 Honda Accord 2.3L 33-2124

90-93 Honda Accord L4 33-2613

94-96 Honda Accord L4 33-2071

99 Honda Civic (HX, EX, SI) 1.6L, 

96-98 Civic (HX, EX) 1.6L 33-2104

92-95 Honda Civic L4 33-2047

APPLICATION PART NO.

96-99 Honda Civic (CX, DX, LX) 1.6L 33-2120

90-95 Mazda Miata, 323 L4 F/I 33-2034

93-96 Mazda MX-6, 626 L4 V6 33-2049

95-96 Mitsubishi Eclipse, Galant All 33-2072

91-96 Mitsubishi 3000GT V6 33-2045

91-99 Saturn SL2 1.9L 33-2055

99 Subaru Impreza 2.2L/2.5L 33-2075

94-96 Toyota Celica L4 33-2052

92-93 Toyota Celica 2.0, 2.2 Turbo33-2030

91-95 Toyota MR2 All 33-2030

87-92 Toyota Supra L6 E-2605-1
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APPLICATION PART NO.

97 Acura CL 2.2L 25-301

98-99 Acura CL 2.3L 25-301

94-00 Acura Integra All 25-300

86-93 Acura Integra All 25-300

86-95 Acura Legend All 25-300

96-00 Acura NSX All 25-300

95-98 Acura TL All 25-300

92-94 Acura Vigor All 25-300

88-89 Honda Accord LXi, SEi 25-300

APPLICATION PART NO.

94-97 Honda Accord 4 cyl. 25-301

98-00 Honda Accord 4 cyl. 25-301

89-91 Honda Civic Si 25-300

90-91 Honda Civic EX 25-300

92-95 Honda Civic All 25-300

96-00 Honda Civic DX, CX, LX, EX Only 25-301

96-00 Honda Civic All 25-301

99-00 Honda Civic Si 25-300

97-00 Honda CRV 25-301

APPLICATION PART NO.

88-91 Honda CRX HF, Si 25-300

93-94 Honda Del Sol All 25-300

93-95 Honda Del Sol S, Si 25-300

95-97 Honda Del Sol All 25-300

96-97 Honda Del Sol S, Si 25-300

00 Honda Insight All 25-300

89-91 Honda Prelude Si 25-300

97-00 Honda Prelude All 25-300

00 Honda S2000 25-301

The B&M Fuel Pressure Gauge Set allows for accurately measuring fuel pres-

sure. Proper fuel pressure is critical at full throttle to prevent lean conditions.

Recommended for use with CommandFlo for a complete, accurate fuel deliv-

ery tuning system.

APPLICATION PART NO.

88-00 Honda Civic/CRX & 

90-00 Acura Integra 46054

The CommandFlo is a billet aluminum fuel flow

modifier. The CommandFlo allows adjustment

of the fuel flow rate to properly tune the

air/fuel ratio. Ideal for use with free flow

intakes and exhaust systems. The

CommandFlo offers: Bolt-on adjustable modifier for stock fuel regulators,

6061-T6 billet aluminum case, CNC machined, allows pressure adjustments

from 25-60 psi.

FUEL 
PRESSURE
GAUGE SET

ADJUSTABLE 
FUEL PRESSURE REGULATOR

APPLICATION PART NO.

Honda 88-00 Civic/CRX, 00 S2000; Acura 90-00 NSX, 90-00 Integra Purple 46051

Honda 88-00 Civic/CRX, 00 S2000; Acura 90-00 NSX, 90-00 Integra Silver 46057

Honda 88-00 Civic/CRX, 00 S2000; Acura 90-00 NSX, 90-00 Integra Red 46058

Honda 88-00 Civic/CRX, 00 S2000; Acura 90-00 NSX, 90-00 Integra Blue 46059

95-99 Mitsubishi Eclipse Turbo Purple 46056

COMMANDFLO

AEM High Volume Fuel Rails are CNC machined from 6061 T-6 billet aluminum and  feature a 1/2-inch fuel bore capable of flowing enough fuel to support most

high-performance engines. This larger bore also dampens the back pulse created by oversized injectors in high-output applications. The AEM fuel rail also works

perfectly with stock injectors. Each fuel rail includes an additional port for the installation of a nitrous set-up or external fuel pressure gauge. The ends of the

fuel rail are tapped to accept either —6 or —8 line and a custom fitting allows for the use of the stock fuel hose. AEM’s High Volume Fuel Rail kit includes new

injector O-rings, fuel line fittings, comprehensive installation instructions and AEM decals. Add a “B” for blue, “R” for red or a “C” for clear when ordering.

HIGH VOLUME FUEL RAIL

APPLICATION PART NO.

94-00 Acura Integra All 25-100

94-97 Honda Accord 4 cyl. 25-106

92-95 Honda Civic All 25-108

APPLICATION PART NO.

96-00 Honda Civic DX, CX, LX, EX Only 25-109

99-00 Honda Civic Si 25-103

93-95 Honda Del Sol S, Si 25-108

APPLICATION PART NO.

96-97 Honda Del Sol S, Si 25-109

97-00 Honda Prelude All 25-104

Fuel Management

AEM’s Adjustable Fuel Pressure Regulator for Honda/Acura is constructed of 6061 T-6 billet aluminum and is capable of supporting enough fuel flow for engines

in excess of 1000 horsepower. Only AEM regulators have replaceable discharge ports which allows the user to tailor the regulator to the output of any fuel pump,

whether it be the stock unit or a high flow aftermarket pump. The base of the regulator is tapped to accept the stock hose barb fitting or an AN fitting.
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The Jet Custom Computer Upgrade provides increased horsepower and improved acceleration. Jet’s

exclusive Dynamic Spectrum Tuning™ (DST™) provides power increases all the time, not just at wide

open throttle. Custom programming is done to allow all of your modifications to work properly. Fuel

adjustments, ignition adjustments, Rev limiter and fuel cut-off limits can be modified to get the most

power out of your vehicle. Whether your ride is a “Track Monster”, “Weekend Warrior” or “Street Cruiser”

Jet has your program!

APPLICATION PART NO.

90-Up Acura Integra; 92-Up Acura Vigor 65001

BMW 500, 600, 700 Series, M3, M5 65002

Honda Civic, Prelude 65001

Mazda MX3, MX6, Probe, Miata, RX-7 Non Turbo 65002

Mazda RX-7 Turbo 65003

Mazda RX-7 Twin Turbo 65004

Nissan 200SX, 240 65002

APPLICATION PART NO.

Nissan 300 ZX Turbo/Non Turbo 65004

Nissan 300 Twin Turbo 65005

Toyota Celica, Celica Turbo, MR2 65002

Toyota Supra Turbo 65003

Toyota Supra Twin Turbo 65006

Volkswagen 1.8L 8V, 1.8L 16V, 2.0L 8V, 2.0L 16V 65001

IMPORT ECU UPGRADE KITS

Ignition Control

APPLICATION PART NO.

255 ltr fits ’94-’95 Acura Integra & ’92-’95 Honda Civic 12-906

255 ltr fits ’95-’97 Mitsubishi Eclipse, Eagle Talon 2 & 4 WD turbo 12-907

190 ltr fits ’94-’97 Mazda Miata 12-908

255 ltr fits ’89-’91 Mazda RX7 turbo & non-turbo 12-909

90-94 Mitsubishi Eclipse 2.0L Turbo 12-911

Ideal for imports, adjustable from 35-65 PSI. Machined from billet aluminum,

and is clear coat protected.

Part No. 512-504-5

These high performance in-tank electric fuel pumps can handle as much as

500 HP with up to 600 PSI pump pressure capabilities. Available for late model

vehicles as an OE replacement performance upgrade.

UNIVERSAL ADJUSTABLE FI REGULATOR

HIGH PERFORMANCE 
IN-TANK ELECTRIC 
FUEL PUMP

B&M New Volt is compatible with single or multiple, stock or aftermarket coils.

B&M’s New Volt Power Unit increases energy at the spark plug on all inductive

ignition systems. New Volt delivers power to the coil system through a micro

processing system insuring a constant 20 volts, even if the battery voltage is

below 12 volts. A must for high compression or supercharged (boosted) appli-

cations.

Part No. 46049; OEM & Aftermarket Coils

NEW VOLT
POWER UNIT

B&M’s New Volt Coil is designed for increased energy output when used  in

conjunction with the New Volt Coil Power Unit.

Part No. 46047

NEW VOLT COIL
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APPLICATION PART NO.

92-93 Acura 730-0694

90-91 Acura 730-0695

90-91 Honda CRX & SI 730-0695

Must be used when installing any Crane FireBall HI-6 ignition. 

90-93 Acura • 90-91 Civic CRX & SI • 70-84 Nissan 6 cyl. • 68-80 Nissan 4

cyl. • 65-84 Porsche 911 • 76-79 Porsche 930 • 70-82 Toyota 2T-2TC-3TC

4 cyl. • 74-89 Toyota 20R-22R-22RE 4 cyl. • 74-00 VW 4 cyl.

Professional engine builders have known for a long time that the only way to produce maximum horsepower from a Honda

or Acura engine is to get rid of the weak coil mounted inside the distributor cap. MSD’s modified distributor caps for Honda

and Acura’s are specially fitted with an MSD Power Tip to accept a high voltage coil wire.

APPLICATION PART NO.

88-91 Honda Civic CRX 1.5L/1.6L 8290

88-91 Acura Integra 1.6L/1.8L 8290

Honda Civic 1.5L/1.6L w/VTEC & Hitachi Dist. 8291

Honda Accord 2.2L w/Hitachi Dist. 8291

APPLICATION PART NO.

92-97 Honda Civic 1.5L/1.6L 8292

93-97 Honda Civic Del Sol 1.6 8292

92-97 Acura Integra 1.8L 8292

94-97 Acura Integra 1.7L w/VTEC 8293 

DISTRIBUTOR CAP 
CONVERSION KIT

MODIFIED 
DISTRIBUTOR CAPS

The new DIS Ignitions are engineered with the latest in digital science includ-

ing power Mosfet technology and efficient IGBT coil drivers. The features of

the ignitions are managed by a 15 MHz microcontroller for extremely fast

compensations and decisions. In the end this creates incredibly accurate spark

delivery, rev limit and timing functions. 

APPLICATION PART NO.

Digital DIS-2, Designed for 4-Cylinder Engines w/Two Coil Packs 6211

Digital DIS-4, Designed for 6 or 8-Cylinder Engines w/Three or 

Four Coil Packs 6215

The new MSD SCI Series Ignitions feature capacitive discharge circuits that are

capable of full power sparks at any rpm. Whether you’re idling through traf-

fic or ripping through the gears at 10,000+ rpm, each spark of an SCI Ignition

is at full power. High powered sparks mean complete combustion which puts

more power to the ground.

APPLICATION PART NO.

SCI 6300

SCI-L with Rev Limiter 6320

SPORT 
COMPACT 
IGNITION 
(SCI) CONTROLS

MULTI 
CHANNEL
IGNITIONS

APPLICATION PART NO.

Street Performance & Race Use

LX-91 E-Core Coil 730-0891

Turbocharged & Race Use

HI-6TRC CD Ignition 6000-6466

M.A.P. Sensor 9000-0110

LX-92 E-Core Coil 730-0892

Nitrous-Oxide & Race Use

HI-6TRC CD Ignition 6000-6466

LX-92 E-Core Coil 730-0892

FIREBALL IGNITION & COIL

DIGITAL SCI+ IGNITION CONTROL
The all new Digital SCI+ Ignition Control delivers the power and accessories that make it ideal for street/strip sport compact cars!

High output capacitive discharge sparks ensure complete combustion of the fuel mixture especially at high rpm. The heart of the

Digital SCI+ Ignition is a 15 Megahertz microcontroller, the fastest of all digital ignitions. This ignition installs easily to most engines

equipped with a distributor.

Part No. 6350

DUAL CHANNEL IGNITION ADAPTER
In some instances when you install an MSD Ignition, the factory ECU may not

be able to distinguish when the coil fires. This is the signal that is also respon-

sible for firing the injectors (or the tachometer), which may cause a no-run situation.

The Dual Channel Ignition Adapter simulates the original coil trigger signal thus allowing the ECU to properly trig-

ger both the tach and fuel injection with the MSD DIS Ignition installed. In most cases, the Adapter plugs direct-

ly into the MSD’s Harness.

Part No. 8912

COIL INTERFACE MODULE
These Modules go between the factory GM ignition

module and coils. They have color coded wires that

connect to the DIS wiring and are molded using

Dupont Rynite for it’s high dielectric strength and

connect directly to the factory terminals.

Part No. 8870

Note: For vehicles using an MSD DIS-2 Ignition, only one #8912 is required. For DIS-4 applications, two #8912’s are

required.
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APPLICATION PART NO.

Two Step 8739

APPLICATION PART NO.

Three Step 8737

Switch between 2 or 3 different RPM or retard

modules when used with MSD Soft Touch Rev

Controls or MSD timing computers.

The MSD RPM Activated Switches allow you

to activate an electrical device at an

adjustable rpm. Turn on a shift light or

nitrous solenoid at exactly the rpm you want.

Corrects most popular tach & fuel injection

systems operation with MSD ignitions.

APPLICATION PART NO.

Point Trigger & Amplifier 

(factory ign. module) Installation 8910

Includes 5 modules in 200 RPM increments within a 1000 RPM range. For

example #8745 includes: 5000, 5200, 5400, 5600 & 5800 modules.

APPLICATION PART NO.

3000-3800 8743

4000-4800 8744

5000-5800 8745

6000-6800 8746

7000-7800 8747

8000-8800 8748

APPLICATION PART NO.

3100-3900 87431

4100-4900 87441

5100-5900 87451

6100-6900 87461

7100-7900 87471

8100-8900 87481

Metal canister, oil filled coil with alkyd top to prevent

arcing between terminals insuring maximum voltage.

For stock upgrade or MSD 5, 6 & 7 Series ignitions. Coil

#8203 includes coil, coil boot, terminal & a ballast resis-

tor for use on stock vehicles as well as ones equipped

with an MSD ignition system.

• Faster burn rate, more heat, resist fouling • Improved throttle response • Lower emissions •

Smoother idle, reduced misfires • Ultra tough ceramic insulators resist breakage • 5-rib top pro-

vides maximum voltage transfer • Factory pre-fired • Many applications available.

APPLICATION EACH 8-PACK

97-01 Acura 4 & 6 Cyl. Engines Late Model 784 8191

96-98 Acura 5 Cyl. Engines 786 8192

90-96 BMW 12 Cyl. Engines 416 8189

88-91 Honda 1.5L Civic, 1.6L Civic, CRX, Prelude, 2.0L Prelude 416 8189

90-95 Honda 2.2L Accord, 2.2L Prelude, 

1.6L Del Sol (SOHC) DX, LX Only 736 8193

94 Mazda 2.0L 626; 92-96 1.6L MX-3; 

91-96 1.8L Miata, Protege (DOHC); 93-97 2.0L MX-6 786 8192

APPLICATION EACH 8-PACK

89-94 Mitsubishi 1.8L Eclipse; 90-94 2.0L Eclipse, Turbo; 

88-96 1.5L Mirage; 95-96 2.4L Galant S, GS, ES, LS 494 8187

91-95 Nissan 2.4L & 1.6L All 786 8192

93-96 Toyota 1.6L & 1.8L Corolla; 94-96 1.8L (7A-FE) Celica 786 8192

90-96 Toyota 2.0L (3S-GTE) Turbo’s; 

92-96 2.2L (5S-FE) Camry, MR2, Celica 784 8191

APPLICATION PART NO.

Blaster 2, chrome for MSD & OEM ignitions 8200

Blaster 2, red for MSD & OEM ignitions 8203

Chrome universal coil bracket 8213 APPLICATION PART NO.

RPM Activated Switch 8950

BLASTER 2 COILS

RPM ACTIVATED SWITCHES

TACH/FUEL ADAPTER

U-GROOVE SPARK PLUGS

MODULE 
SELECTOR

RPM MODULE KITS

Eliminates radio noise, prevents damage to MSD

from jump starting & keeps a vehicle’s 12 volt line

clean. Includes cover.

Part No. 8830

NOISE FILTER

APPLICATION PART NO.

Red 8211

APPLICATION PART NO.

Red/black 8212

Molded from Rynite® and nylon, the Firewall Feed-Thru provides 1/2" of insu-

lation to ensure that the coil’s spark reaches the distributor. The Firewall Feed-

Thru mounts in a 1" hole directly to the firewall and has high tension towers

on each side connected through a brass rod for full spark transfer.

FIREWALL FEED-THRU

Spark Plugs
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The MSD 8.5mm Super Conductor Wire is the ultimate performance plug wire.

The wire’s extremely low resistance with high Electro Magnetic Interference

suppression is a combination that defies the common laws of physics. Less

resistance means more energy is delivered to the plugs which helps burn the

fuel mixture more complete and complete combustion means more power.

With less than 50 ohms per foot, the 8.5mm wire is capable of delivering 30

times more spark energy to the plug over most OEM wires.

Separators securely grip two wires allowing you to route them cleanly along

the engine surface. Molded from polyacetal for high heat resistance. Supplied

in a package of 16.

APPLICATION PART NO.

Wires Up to 8.8mm 8841

APPLICATION PART NO.

86-97 Acura Integra 32329

90-97 Honda Accord 32369

APPLICATION PART NO.

92-97 Honda Civic 1.6L 32359

95-98 Mitsubishi Eclipse 31279

Spiro-Pro: • Maximum fire power without radio interference • Provides up to 10 times less resistance • A

must for electronic ignitions, on board computers, stereos and pit radios • 100% silicone inner and outer

jacket provides heat protection up to 600°F • Low profile silicone boots with grips • Double spring locking

spark plug terminals • Custom fit sets, ready to install, available in red and blue

409: • .409 inch diameter • 600°F of heat protection • Sleeving is extruded directly over 8mm wire—no

extra sleeving required • 102,000 volts dielectric strength • 3 layers of silicone • Tightly woven, heat treat-

ed fiberglass braid • Vibration proof double spring locking spark plug boots bonded to wire

Stainless braided covering. Our best 8mm Spiro-Pro wire fully braided. Polished aluminum

spark plug jacket over 100% silicone boots. Includes complete grounding kit. Withstands tem-

peratures beyond our finest wires. All popular domestic and light truck applications. Most

popular import applications also available.

APPLICATION CYLINDER PART NO.

90-99 Acura Integra LS, RS 1.8L SOHC, 94-95 Honda Civic Del Sol 1.6L, 92-96 Honda Prelude 2.2L, 2.3L 4 97008

94-99 Honda Accord EX 2.2L; 92-93 Honda Civic 1.5L D15Z VTEC; 92-99 Honda Civic 1.6L D16Z 4 97007

90-98 Mitsubishi Eclipse 2.0L; 89-94 Mitsubishi Galant 2.0L, 2.4L; Laser, 90-97 Eagle Talon 2.0L 4 97032

APPLICATION SPIRO-PRO RED SPIRO-PRO BLUE 409 RED 409 BLUE

92-99 Acura Integra GS-R, L4 1.7/1.8L Type R VTEC (B17A, B18C) 77206 77606 79270 79670

90-99 Acura Integra LS, RS, L4 1.8L (B18A, B18B) 77208 77608 79272 79672

86-89 Acura Integra L4 1.6L (D16A1) 77204 77604 — —

95-97 Honda Accord EX, LX V6 2.7L 77210 77610 — —

94-99 Honda Accord EX VTEC L4 2.2L F22B1 77207 77607 79271 79671

92-99 Honda Civic EX VTEC L4 1.6L (D16Z6, D16Y8) 77207 77607 79271 79671

93-99 Honda Prelude L4 2.2L VTEC 77209 77609 — —

92-96 Honda Prelude L4 2.2L, 2.3L (all engines except VTEC) 77208 77608 79272 79672

92-95 Honda Civic VX VTEC-E L4 1.5L D15Z1 77207 77607 79271 79671

90-93 Honda Accord DX, LX L4 2.2L F22A1 77208 77608 79272 79672

91-97 Mazda Miata L4 1.6/1.8L 77226 77626 — —

93-96 Mazda RX7 R2 1.3L 77228 77628 — —

95-98 Mitsubishi Eclipse GS, RS L4 2.0/2.4L (non-turbo) 77235 77635 — —

95-97 Mitsubishi Eclipse GST, GSX L4 2.0L DOHC (All with Turbo) 77232 77632 79269 79669

91-98 Mitsubishi 3000GT 24 Valve & Turbo, Diamante 24 Valve V6 3.0L DOHC 77233 77633 — —

90-94 Mitsubishi Eclipse L4 2.0L DOHC (all including turbo) 77232 77632 79269 79669

89-94 Mitsubishi Eclipse L4 1.8L 77231 77631 — —

82-86 Toyota Supra L6 2.8L 5MGE 77251 77651 — —

This tough sleeving features a glass woven core that adds extra protection

against heat and abrasion. A black silicone coats the tough glass core for

added protection. Boots must be removed to install sleeve.

Part No. 3411; 25 ft. Roll

SUPER CONDUCTOR WIRES

DUAL WIRE SEPARATORS

PRO-HEAT GUARD

SPARK PLUG WIRES

“FULL METAL JACKET” SPARK PLUG WIRES

Plug Wires
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Each spark plug boot is precision molded to fit your vehicle, no universal one-size-fits-

all substitutes! The 8mm double silicone wire is rated at over 550° F and 60KV. With a

resistance of only 150 Ohms/foot you’re guaranteed maximum voltage potential and

amperage at the spark plug. All part numbers available in blue, red & yellow. Add suf-

fix B, R or Y to part numbers when ordering.

APPLICATION PART NO.

98 Acura CL 2.3 SOHC 16V VTEC 7913

94-01 Acura Integra LS, RS DOHC 16V (142 HP) 7912

92-94 Acura Vigor SOHC 20V 2.5L 7916

99 Dodge Neon DOHC 16V 2.0L 7961

95-00 Dodge Neon SOHC 16V 2.0L 7964

95-99 Ford Contour DOHC 16V 2.0L 7965

95-99 Ford Contour DOHC 24V 2.5L 7966

99-00 Ford Cougar DOHC 16V 2.0L 7965

99 Ford Cougar DOHC 24V 2.5L 7966

91-96 Ford Escort GT DOHC 16V 1.8L 7934

APPLICATION PART NO.

98-00 Ford Escort ZX2 DOHC 16V 2.0L 7965

00 Ford Focus DOHC 16V 2.0L 7970

95-99 Ford Mystique DOHC 16V 2.0L 7965

95-99 Ford Mystique DOHC 24V 2.5L 7966

93-97 Ford Probe DOHC 24V 2.5L 7935

96-90 Ford Protege DOHC 16V 1.8L 7934

98-01 Honda Accord DX SOHC 16V (135 HP) 7913

98-99 Honda Accord SOHC 24V 3.0L 7918

92-93 Honda Accord EX, SE SOHC 16V (130 HP) 7912

99 Honda Civic Si DOHC 16V 1.6L 7914

APPLICATION PART NO.

92-95 Honda Civic CX SOHC 8V (700 HP) 7911

92-95 Honda Civic DX, LX SOHC 16V (102 HP) 7911

92 Honda CRX Si SOHC 16V VTEC 7913

92-96 Honda Prelude S SOHC 16V (135 HP) 7912

95-96 Mazda MX-3 DOHC 16V 1.8L 7934

93-97 Mazda MX-6 DOHC 24V 2.5L 7935

93-99 Mazda 626 DOHC 24V 2.5L 7935

93-98 Mitsubishi Galant SOHC 16V 2.4L 7923

98 Mitsubishi Eclipse Turbo DOHC 16V 2.0L 7920

91-98 Nissan 240SX DOHC 16V 7940

The ultimate performance wire featuring Ferrite Spiral Wound Coated Core blended of an exclusive cop-

per/nickel alloy bonded by a conductive acrylic latex cover. This exclusive process is designed to reinforce the

tensile properties of the core and to assist in holding the core resistance to 50 ohms per foot +/-20% under

most racing conditions.

•Only 50ohms per foot resistance • 10.4 MM .409 inch diameter • Three layers of pure Zimplex® silicone •

102,000 volts Dielectric strength • 600° heat protection • No additional sleeving required • Tightly woven,

heat treated fiberglass braid • Pure silicone “Pro Boot”® bonded to wire • 4 cylinder, socket ignition, OE plug

boot

APPLICATION BLUE RED YELLOW

94-98 Acura Integra VTEC 72490 72491 72492

92-95 Honda Civic CX, DX, LX 72490 72491 72492

88-91 Honda Civic, CRX 72490 72491 72492

94-98 Honda Civic/Del Sol VTEC 72490 72491 72492

99-00 Honda Civic Si 72490 72491 72492

93-95 Mazda RX-7, Twin Turbo 72711 72712 72713

Every wire is cut to the correct length and factory terminated at each end with locking, corrosion resis-

tant steel terminals. Terminals are protected by high temp OEM style silicone boots, bonded to the wire

to seal out moisture, fuel and oil. Includes color matched high-temperature plastic wire separators

where necessary to keep wires evenly spaced.

THUNDER VOLT 50 PERFORMANCE WIRES

300PLUS THUNDERSPORT 
FERRO-SPIRAL WIRE SETS

BLUE MAX™ SPIRAL CORE WIRES

APPLICATION PART NO.

Acura

96-00 CL SOHC VTEC (F22B1, F23A1), 2.2, 2.3 98071

92-00 Integra GS-R, Type R VTEC (B17A, B18C), 1.7, 1.8 98070

90-99 Integra LS, RS (B18A, Bi8B) SOHC 16V, 1.8 98072

Honda

94-00 Accord EX VTEC (F22B1, F23A1), 2.2, 2.3 98071

94-98 Accord DX, LX, SE (F22B2), 2.2 98072

92-93 Accord EX, SE (F22A6), 2.2 98072

90-93 Accord DX, LX (F22A1), 2.2 98072

96-00 Civic DX, HX, LX, 1.6 98071

92-00 Civic EX VTEC (D16Z6, D16Y8), 1.6 98071

92-95 Civic CX, DX, LX (D15B7, D15B8), 1.5 98070

APPLICATION PART NO.

Honda

92-95 Civic VX VTEC-E (D15Z1), 1.5 98071

88-92 CRX HF except VTEC (D15B2, D15B6, D16A6), 1.5, 1.6 98070

92 CRX HF Si TEC-E (D15Z1, D16Z6), 1.5, 1.6 98071

88-91 Civic (D15B1, D15B2, D16A), 1.5, 1.6 98070

96-97 Del Sol S (SOHC 115hp) Si (SOHC 125hp), 1.6 98071

94-97 Del Sol Si VTEC (DOHC 160hp) B16A3, 1.6 98070

93-95 Del Sol S (SOHC 125hp) D15B7, 1.5 98070

93-95 Del Sol Si VTEC (SOHC 125hp) D16Z6, 1.6 98071

92-96 Prelude (all except VTEC engines), 2.2, 2.3 98072

Mitsubishi

89-99 DOHC engines, Also Chrysler Imports, 2.0 98069
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Drivers utilize these Sport-Comp tachometers to achieve maximum horse-

power when critical shifting is a priority. An advanced air core meter move-

ment provides accuracy and quick response on the popular 5" Monster face.

Sport-Comp tachometers include the exclusive rubber lined shock strap which

protects against severe vibrations.

Ultra-Lite Gauges are the hottest

instruments in motorsports.

Aluminum construction greatly

reduces weight while satin anodized

aluminum dials and bright red fluores-

cent pointers make them easy to read.

A quality engineered mechanism pro-

vides proven durability and accuracy

with a 270° sweep.

Ultra-Lite electric gauges include a rugged

air core meter movement. The full pointer

appearance matches the mechanical

gauges and when routing electrical wires

are preferred, Ultra-Lite electric gauges are

the perfect choice. Item #4361 and #4461

are full sweep gauges.

APPLICATION 2 1/16" 2 5/8"

Fuel Level (0 Ω empty/90 Ω full) 4314 ----

Oil Pressure 0-100 PSI 4327 4427

Oil Temperature 100°-250° F 4347 ----

Oil Temperature 140°-300° F 4348 ----

Trans Temperature 100°-250° F 4357 ----

Voltmeter 8-18 Volts 4391 ----

Water Temp 100°-250° F 4337 4437

Phantom gauges are offered in both

the larger 2 5/8" size or the more

compact 2 1/16" size. The 2 5/8"

mechanical gauges are now also

offered with the Auto Meter’s trade-

mark “Super Bezel” design. All

mechanical gauges feature a quality

engineered bourbon tube design and

super durable engineered plastic

movements for rugged, reliable 

performance.

APPLICATION 2 1/16" 2 5/8"

Boost 30 in. Hg.-Vac./20 PSI 5701 5801

Boost 30 in. Hg.-Vac./30 PSI 5703 ----

Boost 0-35 PSI 5704 ----

Oil Pressure 0-100 PSI 5721 5821

Nitrous 0-1600 PSI 5728 ----

Water Temperature 140°-280° F 5731 ----

Water Temperature 120°-240° F 5732 5832

Now available in smaller 2-1/16" and 2-5/8" sizes. Sport-Comp electric gauges

include a rugged air core meter movement for maximum ruggedness, accu-

racy and quick response time. Easy installation and reliable performance make

these gauges a popular choice.

APPLICATION 2 1/16" 2 5/8"

Oil Pressure 0-100 PSI 3522 3327

Water Temp 100°-250°F 3531 3337

Fuel Level (73 Ω empty/8-12 Ω full) 3315 ----

Fuel Level (240 Ω empty/33 Ω full) 3316 ----

Oil Temperature 140°-300° F 3348 ----

Transmission Temp 100°-250° F 3357 ----

Voltmeter 8-18 Volts 3391 ----

APPLICATION 2 1/16" 2 5/8"

Boost-Vac./Press 30 In. Hg.-Vac/20 PSI 3401 3301

Boost-Vac./Press 30 In. Hg.-Vac/30 PSI ---- 3303

Boost 35 PSI 3304 ----

Fuel Pressure 0-15 PSI 3411 ----

Oil Pressure 0-100 PSI 3421 3321

Trans. Temp. 140°-280° F 3351 ----

Water Temp. 140°-280° F 3331 ----

Water Temp 120°-240° F 3432 3332

The Sport-Comp gauges are now

available in the smaller 2 1/16" and

also in the 2 5/8" size. The smaller

size gauges are perfect when space

is limited but accuracy is still a must.

SPORT-COMP
ELECTRICAL GAUGES

ULTRA-LITE 
MECHANICAL GAUGES

PHANTOM 
MECHANICAL GAUGES

SPORT-COMP 
MECHANICAL GAUGES

APPLICATION PART NO.

10,000 RPM Monster Tach. w/Pointer 3900

10,000 RPM Shift-Lite Tach. w/Light on Shield 3903

10,000 RPM Shift-Lite Tachometer 3904

8,000 RPM Shift-Lite Tachometer 3905

8,000 RPM Monster Tach. w/Pointer 3980

10,000 RPM Phantom  White Face Shift-Lite Tach. 5899

SPORT-COMP 5" TACHOMETER

Gauges

APPLICATION 2 1/16" 2 5/8"

Boost 30 In. Hg/20 PSI 4301 4401

Boost 30 In. Hg/30 PSI 4303 4403

Boost 35 PSI 4304 ----

Fuel Press 0-15 PSI ---- 4411

Fuel Pressure 0-100 PSI 4312 ----

Oil Pressure 0-100 PSI 4321 4421

Nitrous Pressure 0-1,600 PSI 4328 ----

Trans temp.  140°-280° F 4351 ----

Vacuum 30 In. Hg. 4384 ----

Water Temp 120°-240° F 4332 4432

Water Temp. 140°-280° F 4331 ----

ULTRA-LITE 
ELECTRICAL GAUGES
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Phantom gauges are offered in both

the larger 2 5/8" size or the more

compact 2 1/16" size. The 2 5/8"

mechanical gauges are now also

offered with the Auto Meter’s trade-

mark “Super Bezel” design. All electri-

cal gauges feature an air core meter

movement for accuracy.

APPLICATION 2 1/16" 2 5/8"

Fuel Level (0Ω empty/90 Ω full) 5714 ----

Oil Pressure 0-100 PSI 5727 5827

Oil Temperature 100°-250° F 5747 ----

Trans Temperature 100°-250° F 5757 ----

Voltmeter 8-18 Volts 5791 ----

Water Temperature 100°-250° F 5737 5837

PHANTOM 
ELECTRICAL GAUGES

This versatile, rugged tachometer

features an adjustable pedestal

mount that can be changed for any

mounting angle. An air core move-

ment provides quick, accurate

response while the Auto Meter Shock

Strap design protects against vibra-

tion in harsh racing environments. An

adjustable redline pointer helps warn

of dangerous engine over-revving.

Part No. 5780; 

3-3/4" 8,000 RPM

PHANTOM ELECTRONIC
TACHOMETER

Phantom instruments are no-

nonsense, race quality gauges

with a crisp, modern appearance.

Various sizes allow for versatility

and individuality for every instal-

lation. Uniform soft glow lighting

along with red and green light

bulb covers (included) provide a

personalized effect.

APPLICATION PART NO.

5" 160 MPH In-Dash Mechanical Speedometer 5895

5" 10,000 RPM In-Dash Electronic Tachometer 5898

3-3/8" 10,000 RPM In-Dash Electronic Tachometer 5897

PHANTOM 
SPEEDOMETER &
TACHOMETERS

The new Carbon Fiber Ultra-Lite series is available in both mechanical and

electrical gauges. All gauges feature a combination of Carbon Fiber Dial,

Silver Bezel and Silver Pointer for the ultimate in performance and style.

APPLICATION 2 1/16" 2 5/8"

Boost 30 In. Hg/ 30 PSI, Mech. 4703 ----

Fuel Pressure  0-100 PSi, Mech. ---- 4812

Fuel Pressure w/Isolator 0-15 PSI, Mech. ---- 4813

Oil Pressure 0-100 PSI, Mech. 4721 ----

Oil Pressure 0-100 PSI, Elec. 4727 ----

Water Temp. 100°-250°F, Elec. 4737 ----

Air Fuel Ratio (Lean-Rich) 4775 ----

Voltmeter 8-18 Volts, Elec. 4791 ----

The Ultra-Lite series is expanding. The new Carbon Fiber series features real

carbon fiber dial along with a silver bezel and pointer for the ultimate in style

and performance.

APPLICATION PART NO.

5" 10,000 RPM Pedestal Mount, Elec. 4899

3-3/8" 10,000 RPM In-Dash, Elec. 4798

This Pro-Comp Silver tachometer

delivers unparalleled response and

ruggedness required for professional

race applications. This model fea-

tures an adjustable redline pointer.

Part No. 3781; 3-3/4” 8,000 RPM

CARBON FIBER
TACHOMETERS

PRO-COMP SILVER
ELECTRONIC
TACHOMETER

APPLICATION PART NO.

Sport-Comp Air Fuel Ratio Gauge 3375

Ultra-Lite Air Fuel Ratio Gauge 4375

Phantom Air Fuel Ratio Gauge 5775

Make sure your computer controlled

fuel injection system is working prop-

erly with the new Air/Fuel ratio

gauges from Auto Meter. These 2

1/16" gauges feature color coded

LEDs to indicate Rich, Lean or

Stoichiometric mixture. Auto Meter’s

Air/Fuel ratio gauges work with any

existing 02 sensor or with our model

2244 sensor.

AIR FUEL RATIO
GAUGES

These silver tachometers include silver painted steel mounting cups with an

anodized aluminum dial, bezel and control shield. They have that stand-out,

“all silver” appearance and match the popular Ultra-Lite gauges.

APPLICATION PART NO.

5" 10,000 RPM Silver Tachometer 3910

5" 10,000 RPM Silver Shift-Lite Tachometer 3911

SPORT-COMP 
SILVER TACHOMETER

MECHANICAL &
ELECTRICAL GAUGES
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Auto Meter Gauge Works Full Pillar Mounts replaces your A-Pillar for the best

factory look. In single, dual or triple gauge versions, they are custom

designed for best fit and finish. Some Pillars color has been matched to the

vehicle interior.

Part No. 22XXX SERIES

FULL PILLARS

TRIM & OVERLAY KITS

In today’s import cars, with their high performance engines, additional instru-

mentation is essential. Auto Meter Gauge Works offers a variety of gauge

pods and pillars to meet your import car’s needs. Our Pods are custom

designed to each model year providing the ultimate fit & finish.

Part No. 20XXX SERIES

GAUGE
PODS

The new Universal Gauge Pods are available in your choice of RTM state of the

art technology injection molded fiberglass or premium carbon fiber. Designed

for easy viewing.

GAUGE
PODS

Give your gauges a custom performance style with Carbon Fiber Look single and dual pods. They attach easily to your 

A-Pillar and work with 2 1/16" gauges.

Part No. 21XXX SERIES

CARBON FIBER LOOK PODS

Gauge Pods & Trim and Overlay Kits

The latest white face gauge with flames look, for your truck. Precision O.E.M.

true replacement lenses with back lit color of red illumination with a full white

face and flames. Maintains all existing light and warning functions with crisp,

easy to read indicators. Easy installation, simple instructions, and needle

removal tool included with each kit.

APC’s Speed-Glo gauges give your car or spot truck the rich look of gauges

that are white by day and glow softly at night. The same electroluminescent

technology that was made famous by leading watch manufactures now mag-

ically transforms your dashboard into the look and style of expensive

European cars.

FLAMED 
GAUGE 
FACE SPEED GLO GAUGES

SPEED GLO
TACHOMETER

White Face by Day... Glowing at Night

The latest from APC, “Speed GloTM Luminescent Gauge Kit”. NASA technology

and custom designed for your vehicle. Unique design, no needle removal nec-

essary. The Difference is Night & Day.

SPEED GLO FACE GAUGES


